· INTRODUCTION

· What each component is

INSTALLATION

· Powerdrop/Grounding

· Connect drive

· Connect motor

· Connect oil pump

· Drive options

Dynamic brake


Remote keypad


Connect computer


Connect sensors/Analog


Apply power

· Install software 30+ minutes to install

· Computer requirements

· First time install

· Upgrade

· Technical Support

Mech-Trend


Drive-Danfoss


Software-Lanham

· Reference Material


Laser manual


Danfoss book

OPERATIONAL PROCEDURES

· Drive functionality

· Feedback

· Computer to drive communication

· Software
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Cycle Test




Valve Train
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Database

[image: image3.png]



Start
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Pause

Stop
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Configuration
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Check Info
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CYCLE TEST

· Configuring


Create the cycle screen



Toolbar descriptions



Dragging and dropping off the toolbar



Size and resize objects



Right click menu



Properties for each type of control



Saving and restoring the screens

· Test parameters

· Running the test


Manaul Step


Auto Step


Real Time

VALVE TRAIN

· Test Parameters/Options

Total travel

Signal

Type

Voltage

Invert signal

Revs to collect

Dwell at RPM

Editing RPM’s

Setting PMS’s per step

· Running valve train test

· Troubleshooting

Left/Right shifts

Electrical noise

Valve surface finish

Laser positioning

Cable routing

APPENDIX

· INI files

· Drive parameters

· Spare parts

� EMBED PBrush  ���





� EMBED PBrush  ���





� EMBED PBrush  ���





� EMBED PBrush  ���





� EMBED PBrush  ���





� EMBED PBrush  ���





� EMBED PBrush  ���








[image: image8.png]


[image: image9.png]


[image: image10.png]


[image: image11.png]


[image: image12.png]


[image: image13.png]


[image: image14.png]


_980059783

_980060191

_980060370

_980060479

_980060285

_980060070

_980059699

